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BRACCIO DISTRIBUTORE GRUPPO POMPANTE 
DISTRIBUTOR BOOM PUMPING GROUP 

FLECHE DISTRIBUTEUR GROUPE DE POMPAGE 
VERTEILERMAST PUMPENGRUPPE 

Diametro tubazione 
Pipeline diameter 
Diametre de la tuyauterie 
Forderleitung Durchmesser 

Raggio orizzontale 
Horizontal reach 
Portee horizontale 
Horizontalablenkung 

Altezza massima 
Max. vertical reach 
Portee verticale 
Max. H6he 
Min. altezza apertura 
Min. openig height 
Min. hauteur d'ouverture 
Min.Offnungshohe 

Numero di sezioni 
Sections Number 
Nombre de sections 
Anzahl der Abschnilte 

Rotazione torrelta 
Slewing range 
Rotation de la tourelie 
Turmdrehung 
Pressione oleodinamica 
Hydraulic pressure 
Pression hydraulique 
Hydraulikdruck 

Tensione imp. Eleltrico 
Electrical voltage 
Tension electrique 
Spannung des Elektr.System 

12Smm 

29,6m 

34,6m 

6,6m 

SZR 

36S· 

320 bar 

12·24V 

Pompatipo 
Pump type 
Pompetype 
Pumpeart 
Diametro dei cilindri 
Cylinders diameter 
Diametre cylindres 
Zylindersdurchmesser 
Corsa 
Stroke 
Course 
Schlaqanfali 

Diametro uscita 
Outlet diameter 
Dlametre sortie 
Austrittsdurchmesser 
Volume tramoggia 
Hopper capacity 
Capacite trernie 
Kapazitat des Trichters 

Pressione in uscita 
Outlet pressure 
Pression sortie 
Betondruck 
Portata calcestruzzo 
Concrete output 
Debit beton 
Beton Fordermenge 
Peso gruppo pompante 
Pumping Group weight 
Poids groupe pompage 
Pumpegewicht 

P6.90 P6.110 P7.1S0 

230mm 

2000 mm 

1S0mm 
(6" 'I.) 

600 I 

70 bar 

1S0 m3/h 

2300 kg 

200mm 200mm 

Inclusi nella fomitura doppio circuito idraulico, pompa acqua, serbatoio. acqua, compressore, te/ecomando, radiocomando, sistema di 
stabi/ita "Full Range" (EN 12001:2012). Supplied wrlh double hydraulic circuit, water pump and tank, air compressor, remote control by 
cable, wireless radio control, stabilrly system "Full Range" (EN 12001:2012). Inclus double crcuit hydraulique, pompe a eau, reservoir eau, 
compresseur, telecommande, radiocommande, systeme de stabilite "Full Range" (EN 12001:2012). Inbegriffen doppelt Hydraulikschaltung, 
Wasserpumpe, Wassertank, Kompressor, Kabel-Fembedienung, Radio-Fembedienung, Stabilrlatssystem "Full Range" (EN 12001:2012). 

1800 mm 2000 mm 

1S0mm 
(6" 'I. ) 

1S0mm 
(6" 'I. ) 

620 I 620 I 

OPTIONAL - EN OPTION - FAKULTATIV 

VIBRATORE - VIBRATOR 
VIBRATEUR - VIBRATOR 

SISTEMA STABILlTA' "SINGLE SIDE 
RANGE" (EN 12001:2012) 

STABILITY SYSTEM "SINGLE SIDE 
RANGE" (EN 12001:2012) 

SYSTEME DE STABILITE' "SINGLE SIDE 
RANGE" (EN 12001:2012) 

STABILITATSSYSTEM "SINGLE SIDE 
RANGE" (EN 12001:2012) 

TUBAZIONE E ACCESSORI 
PIPELINES AND ACCESSORIES 

TUYAUTERIES ET ACCESSOIRES 
ROHRLEITUNG UNO ZUBEHORE 

LUBRIFICAZIONE AUTOMATICA 
LINCOLN 

LINCOLN AUTOMATIC LUBRICATION 
LUBRIFICATION AUTOMATIQUE 

LINCOLN 
AUTOMATISCHE SCHMIERUNG 

I presenti dati tecnici hanna valore indicativa. Can I'evolversi della tecnologia, i dati esposti potranno subire modifiche senza preawiso. Le richieste tecniche specifiche debbono essere sempre accettate 
dalla nostra Direzione can conferma scritta.The present technical data have indicaive value. Owing the technology development, all above mentioned details maybe changed without any notice. All specific 
technical request must be always accepted from our Management by written confirmation. 

mECBDs.r.1. 

70 bar 70 bar 

90 m3/h 110 m3/h 

17S0 kg 1950 kg 

Sede e stabilimento: Via Umbria, 10/12/14 - 40024 Osteria Grande (80) - ITALY - Tel.: 051.945085 - Fax: 051.945220 Servizio Ricambi: Tel. 051.946485 
Website: wwwmecbo jl- E_mail: jnfo@mecbo it P.JVA 00508751203 - C.F. 00418580379 - Re9. Imprese Bologna 19791 


